
Chemical seal type K - model K96-Q
combined flanges with semi-flushed diaphragm

Chemical seals protect the pressure gauge from the 
intrusion of the measuring medium. It is used when 
measuring the pressure of solidifying or crystallising 
substances.

The advantage of the K-type separator is its ease of 
disassembly and cleaning, as well as the easy replacement 
of the sealing.

Material

• Upper part: stainless steel SS 316L (1.4404)

• Diaphragm: stainless steel SS 316L (1.4435),

tantalum, Hastelloy, nickel, titanium,

stainless steel with a PTFE foil, 

PTFE coating (Xylan 1088), etc.

• Sealing: PTFE, NBR, Viton

Pressure class PN 40 (stainless steel), PN 16 (PVDF)

Working temperature (stainless steel bottom part)

• Medium                              -20 … +140°C

• Ambient                              -20 …   +80°C

Working temperature (PVDF bottom part)

• Medium                              -20 … +100°C

• Ambient                              -20 …   +80°C

Process connection - flange with blind thread holes

• EN 1092-1 / B (standard configuration)

• EN 1092-1 / x

• ANSI B 16,5

Instrument connection

• G1/2“ (or  M20x1,5) for direct mounting 

Type BHV Size
Dimension (mm)

Number
of holes

Bolt

Ød ØDm ØD ØD1 ØD2 H f L n Z

DN PN EN 1092-1 / B

K96-Q15 15 40 18 45 95 65 47 33 2 17 4 M12

K96-Q25 25 40 34 45 115 85 68 33 2 17 4 M12

DN Class ANSI B 16,5

K96-Q12-150 1/2" 150 15 45 95 60,5 35 33 2 17 4 M12

K96-Q34-150 3/4" 150 20 45 100 70 43 33 2 17 4 M12

K96-Q34-300 3/4" 300 20 45 120 82,5 43 33 2 17 4 M16

K96-Q10-150 1“ 150 25 45 110 79,5 51 33 2 17 4 M12

K96-Q10-300 1“ 300 25 45 125 89 51 33 2 17 4 M16
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